
wellbeing

For rooms up to 56 m2 2)

Air cleaning through a three layer filter system 
(prefilter + activated carbon filter + EPA filter class E12*)

Sensitive sensor for faster detection of fine 
dust particles and for monitoring the quality 
of the ambient air

Additional air cleaning using a selectable ultraviolet light (eliminated germs)

Timer function 

With automatic function: Control adjusted to the current ambient air

3 fan levels

With illuminated panel

Quiet operation 

With an air flow rate up to 260m2/h

Suitable for room sizes: 18 m² 1) - 56 m² 2)

Replacement filter with filter change indicator

Pre-filter + Combination filter: 660.12

(Running time of the filter approx. 4320 hours)

220-240V~, 50/60Hz, 55W

Product measurements (LxWxH): 14.5 x 38.8 x 42.8 cm

Product weight: approx. 4.5 kg

3 year guarantee

Sales unit: 1 / Shipping carton: -

EAN no.: 421112566019 2

Item no.: 660.19

LR 310 Air purifier

LR 310
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* 99,5% of the particles (e.g. bacteria, viruses, fine dust, pollen) can be filtered out 1) ANSI/AHAM AC-1 2015
2) NRCC-54013-2011

Function principle of the air purifier: Domestic dust, animal hairs, smells, pollen, harmful gases 
and various bacteria and viruses are filtered out of the air using a triple-layer filter system.
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**VOC = Volatile organic compounds 


